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ABSTRACT   

The construction of the BEaTriX (Beam Expander Testing X-ray) facility is ongoing at INAF/Osservatorio astronomico 
di Brera. The facility will generate a broad (170 x 60 mm2), uniform and low-divergent (1.5 arcsec HEW) X-ray beam 
within a small lab (∼ 9 x 18 m2), using an X-ray microfocus source, a paraboloidal mirror, a monochromation system 
based on a combination of symmetrically cut and asymmetrically-cut crystals in Bragg diffraction configuration. Once 
completed, BEaTriX can be used to test the Silicon Pore Optics modules of the ATHENA X-ray observatory, as well as 
other optics, like the ones of the Arcus mission. The facility is designed to operate at 1.49 keV and 4.51 keV, by using 
two fixed beam lines, equipped with the necessary optical elements. The first beam line to be completed will be at 4.51 
keV and will prove the BEaTriX concept. Silicon crystals are used at this energy and four symmetric diffractions, with 
appropriate tilt of some crystals, will provide the spectral filtering at the required level to return the desired divergence. 
Owing to the quite short range necessary to obtain a parallel beam with this setup, a low vacuum level (10-3 mbar) can be 
used without a significant beam extinction. In addition to a modular vacuum approach, the low vacuum will allow us to 
reduce the time required to evacuate the tank, thus enabling to demonstrate a test rate that will match the ATHENA SPO 
production of 3 MM/day. In this paper, we report the design of the facility and the construction progress. 
 

Keywords: BEaTriX, X-ray test facility, micro-focus source, beam expander, asymmetric diffraction 
 

1. INTRODUCTION  
ATHENA is an X-ray mission proposed by a consortium led by MPE and officially approved in 2014 for the L2 slot in 
the ESA Cosmic Vision program [1]. With respect to previous X-ray missions, ATHENA will have unprecedented 
effective area (2 m2 at 1 keV, with possible descoping at 1.45 m2), wide field of view (40 arcmin x 40 arcmin) and 
excellent angular resolution (5 arcsec HEW required and a 3 arcsec HEW goal). Since 2004, ESA/ESTEC adopted the 
technology of Silicon Pore Optics (SPO) [2] as a manufacturing baseline for ATHENA and its predecessors (XEUS, and 
subsequently IXO). This approach, developed in collaboration with Cosine Research B.V., is based on the utilization of 
commercially-available silicon wafers. The SPO production process is being constantly improved to reach the required 
quality and production level [3,4]. Currently, 35 processed silicon plates are stacked with dedicated robotic machines to 
form an X-ray Optical Unit (XOU); 4 XOUs (two of them operating the first reflection in parallel, followed by the two 
XOUs in charge of the second reflection) are integrated into a Mirror Module (MM); the MMs have to be aligned and 
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finally integrated in the full Mirror Assembly (MA). Each step of this process has to be followed by dedicated tests and 
calibration procedures. The integration of the XOUs into MM is now performed at the Bessy synchrotron [5]. Media 
Lario [6] and Thales CH [7] are studying different co-alignment techniques of the MMs. The completed MA has to be 
eventually calibrated and different solutions are considered, including an extended PANTER [8] or the XRCF facility at 
MSFC (USA). In between the XOUs integration and the MMs integration, all the MMs will have to be tested for 
acceptance: at this step, the BEaTriX facility will play a key role, to characterize the MMs with X-ray full illumination, 
and at the requested MM production rate. 
X-ray tests of the MMs are currently performed at the PTB laboratory of the BESSY synchrotron facility in pencil beam 
configuration [5,9], but they require a PSF reconstruction from each pore’s, or groups of pores, exposure. Full 
illumination X-ray tests could be performed using a broad and low-divergent X-ray beam, e.g. at PANTER (MPE, 
Neuried, Germany), possibly compensating the beam divergence by the application of a diffractive X-ray lens [10]. 
However, the large volume to be evacuated makes it impossible to perform the functional tests at the MMs production 
rate (3 MM/day). 
To overcome these limitations, INAF/OAB is developing in Merate (Italy) the BEaTriX (Beam Expander Testing X-ray) 
facility











 
 

 
 

 
 

- translating the proper beam expander into the beam; 
- orienting the short arm in order to impinge on the crystal at the proper angle and to produce and expanded beam 

travelling in the direction of the detector. 
 

This previous configuration (Fig. 7, left) required very tight specifications for the motors, since they had to be highly 
repeatable. We have so been working on a second configuration (Fig. 7, right), where the lines for the two energies are 
simultaneously present and aligned since the beginning (with periodical maintenance). In this way, no alignment is 
required after switching from one energy to another. This second configuration differs from the previous one for the 
following hardware components: 
 

- two short arms, 
- two X-ray sources, 
- two parabolic mirrors, 
- relaxed motor specifications (only resolution is required while repeatability is not necessary). 

  

         
 

Figure 7: Left: previous design of the BEaTriX 1.0 facility. Right: present design of BEaTriX 2.0. 
 
BEaTriX 2.0 is considered the best solution for the throughput of 3 MM/day, preserving the alignment when switching 
from one energy to the other. Only the 4.51 keV line will be fully implemented in this first phase, to demonstrate the 
concept, while the second energy will be implemented in a second phase. 
 
4.2 Conceptual design of the BEaTriX 2.0 vacuum system 
In Figure 8, the conceptual design of the BEaTriX 2.0 vacuum system is presented. The X-ray micro-focus sources are 
positioned at the beginning of the short arms. They are mounted on a support structure (the so-called “source tower”) that 
provides the needed stability to the X-ray sources, decoupling them from the short arms by means of bellows, and also 
enabling their manual alignment. The short arms are able to rotate in the horizontal plane, by ± 1.5 deg for proper 
alignment. 
The tubes providing the short arms are approximately 4700 mm long. The distance from the parabolic mirror and the X-
ray source and its tolerance (4750 mm ± 1 mm tolerance along the optical axis) results in relaxed specs for the 
temperature gradients. In fact, the ± 1°C variation of the laboratory temperature would produce a variation of just ± 80 
µm over the 4700 mm length of the stainless steel tube (assuming a CTEAISI-304 = 17 10-5 K-1), i.e. well below the 
tolerance.  
A simple rectangular tank will host the three optical components responsible for the beam moderation and their 
motorizations. In the first phase of the project, only the 4.51 keV beam line will be fully equipped, while in a second 
time also the 1.49 keV line will be implemented. An X-ray beam monitor will be mounted in the path of the beam 
emerging from the beam expander, in order to measure the stability of the flux. A phosphor window will image the beam 
for making easier the alignment. Finally, the tank is equipped with vacuum valves on both ends and a vacuum pump 
system, in order to make it a vacuum independent sector in case of necessity. 
The next chamber encloses the MM under test. It will host the motors that enable the MM alignment and a thermal box 
to perform thermal cycles of the MM in the 20 ± 30 °C range. The thermal box will be designed in order to radiatively 
heat/cool the MM. A lateral porthole is present for sample removal/mounting. This section is equipped with vacuum 



 
 

 
 

 
 

valves on both ends and an independent vacuum pump in order to vent/evacuate only this section when the sample is 
changed (30 min are allocated for the evacuation of this tank, to go at the test rate of 3 MM/day). 
 
 

 
 

Figure 8: Conceptual design of the BEaTriX 2.0 vacuum system. 

 
A 12-m long tube finally allows the X-rays to propagate to the focal plane, after reflection on the module under test. The 
tube consists of separated joints, connected to each other via vacuum flanges. The long arm evacuation is ensured by its 
own vacuum pump system. The tube is held by proper supporting systems, aimed at not transmitting possible vibrations 
to the detector tower.  
A solid structure tower is fixed to the foundation in order to support the X-ray camera and its motorization (XYZ) stage. 
It should be noted that this tower is also connected to the end of the long tube, allowing the movement downwards in 
vertical direction. A bellow guarantees the XYZ movements of the X-ray camera. The translation along X is needed for 
the focus search, while those in Y and Z are used to cover the area of the collimated beam, and to calibrate it in 
divergence and uniformity, when the tube is positioned in the horizontal position.  
 
 
4.3 Condensation and contamination control 
At 10-3 mbar, condensation occur at about -70 °C. Since the detector will operate at -20°C and the minimum temperature 
for the MM will be -10 °C, no condensation is expected either on the detector or on the MM, during operation.  
Condensation can in principle occur during evacuation or venting, when the gas is expanding and, therefore, also 
cooling. Proper evacuation speed will avoid condensation during evacuation, and venting with nitrogen (or filtered/de-
humidified air) will avoid condensation during venting. 
For what concerns the contamination, the presence of particules will produce a loss in the Effective Area. 1% loss is 
allocated for the testing in BEaTriX, which corresponds to a contamination of 25 ppm [20]. From [21], this is translated 
into ISO class level. The following table reports the Particle Fall Out (PFO) per day, as function of the ISO level. The 
contamination level for a 3h time is also reported: 3h is the expected permanence time of the MM inside BEaTriX for 
testing. These numbers will drive the selection of the clean tent around the MM, the motorization and the valves. 
 

Table 2: PFO as function of ISO level and time. 
 

ISO PFO ppm/day ppm/3h 
4 0.4 0.05 
5 1.9 0.2 
6 10 1.3 
7 52.3 6.5 

 



 
 

 
 

 
 

5. THE LABORATORY: PROJECT AND REALIZATION 
BEaTriX is being built over the ground basement of a building already present at the Brera Observatory in Merate. The 
bottom floor of the building is now in the renovation phase, and will soon be completed, based on a project we have 
commissioned to BCV-progetti (Milano, Italy). The study was driven with the goal of constructing a stable foundation 
that will isolate the beam line from vibrations due to the environment, anthropic-noise sources and vacuum pumps. The 
entire design, both for the instrument and for its foundation, has to take into account stability considerations to have a 
system insensitive to vibrations at least at the level of the CCD pixel size (13.5 µm). 
The basement of the instrument is designed in order to enable the movement of the long arm, and follow the focused 
beam, deviated downwards by the double reflection on the MM deviation. For this reason, the floor is lowered (Fig. 9) in 
an appropriate area of the laboratory. 

 
Figure 9. BCV design of the BEaTriX foundations 

 
Input for the BCV analysis were obtained from a vibration measurement campaign performed on the ground where the 
laboratory is being built, and commissioned by OAB to Teknoprogetti Engineering (Vimercate, Italy). Two different 
measurements were performed: 
 

1) soil vibration measuring with accelerometers followed by spectral analysis; 
2) seismic survey by MASW (Multichannel Analysis of Surface Waves) technique, to dynamically characterize 

the  soil. 
 
The spectral analysis showed vibrational frequencies higher than 13 Hz, with maximum displacement of the ground of 
the order of 10 nm, caused to anthropic sources, setting the ground vibrations as negligible with respect to the pixel size. 
The amplitude of the vibrations has been confirmed by the data registered with the accelerometers positioned close to the 
telescope domes of the Merate site, and routinely used to measure frequencies and amplitudes of the earthquake by 
INGV (Istituto Nazionale di Geofisica e Vulcanologia). 
The MASW data, obtained on the ground very close to the BEaTriX building, produced data necessary to characterize 
the elastic properties of the soil in dynamic range to achieve data for the soil modeling.  
 
5.1 Design of the foundations 
In the design of a foundation for an instrument sensitive to vibrations, the typical approach is to design a rigid block 
(therefore with high frequencies in free condition) placed on “soft” devices (elastomeric pads or springs, with relatively 
small damping factor ζ) resting on proper under-foundation slab. 

Actually, a rigid foundation block cannot be realized, as the BEaTriX laboratory is hosted in an existing building, and 
only a limited depth could be dig for stability reasons of the building, unless expensive underpinning work are carried 
out on existing building foundation. A block as thick as possible was designed, leading to a total thickness of 60cm 
(foundations) + 30cm (under-foundation slab). With such a thickness, the foundation block, being very long, showed 
quite low frequencies in free-free conditions (Fig. 9). 

 



 
 

 
 

 
 

  
Figure 10 Left: BEaTriX foundations inside the renovated laboratory.  Left (foundations): the short arm is 7.72 m 
long; the long arm is 17.15 m long. Left (under-foundations): the short arm is 8.52 m long; the long arm is 17.95 m 
long. Right: the 53 elastomers positioned in between the foundation and the under-foundation. 

 
 

Since, at the time of the foundations design, the BEaTriX equipment design was not fully completed, and therefore the 
equipment frequencies were not known, the risk of resonance conditions between the equipment and the foundation 
block frequencies, or the soil and foundation frequencies could not be completely neglected. Therefore, an approach 
different than the typical methods was adopted and stiffer elastomeric pads have been placed between the foundation 
block and under-foundation slab. In this way the natural frequencies of the system are increased. Moreover elastomeric 
pads, with a very high damping factor, were considered (Sylodamp SP300, with ζ = 0.235, and mechanical loss factor = 
0.47). In total 53 blocks of size 500 mm x 500 mm x 25 mm were placed between the under-foundations and the 
foundations (Fig. 10 – right). In this configuration, any oscillation below the resonance level would be transmitted to the 
instrument with no significant magnification. On the other hand, oscillations around the resonance condition would be 
amplified only by a small amount (2×), due to the high damping factor. Finally, frequencies 1.4 times above the 
resonance would be just damped.  

6. CONCLUSIONS 
The BEaTriX X-ray facility is in the realization phase at the Brera Observatory in Merate/INAF. BEaTriX will generate 
a broad, monochromatic, parallel, collimated, and polarized X-ray beam in a small space, working at two energies (4.51 
and 1.49 keV). Once completed, BEaTriX will provide us with the capability to perform the X-ray acceptance tests of the 
ATHENA MMs, at the rate of 3 MM/day. Also other applications requiring a broad and parallel beam of soft X-rays can 
be envisaged.  
The laboratory that will host BEaTriX is almost completed. The foundation of the instrument has been designed in order 
to isolate the beam lines from vibrations due to the environment, anthropic sources and vacuum pumps. With respect to 
previously published papers, the instrument design is evolved in some parts, in order to fully meet the requirements. The 
vacuum level was changed from 10-2 to 10-3 mbar in order to have a stable vacuum level also for the 1.49 keV X-ray 
energy beam. The monochromator stage was changed from 2 to 4 reflections on symmetrically cut crystals, in order to 
compensate for the energy dispersive properties of the asymmetrically cut crystal (the beam expander). This will be 
achieved by using a couple of channel-cut crystals (CCC). A tilt of the first CCC element with respect to the second will 
allow us to sufficiently reduce the energy band-width and, consequently, to achieve a horizontal divergence of the beam 
in accordance to the required 1.5 arcsec. This is obtained at the expense of flux intensity. In this respect, divergence and 
flux can be tuned, and an acceptable trade-off will be found to perform the tests. Finally, the mechanical layout has been 
optimized, preferring two fixed beam lines in order to reduce the risk of misalignments when switching from one energy 
to the other. 
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